
Инструкция: 
(RU variant) 
До начала установки сделайте следующее: 
1. Удалите  все что относится к предыдущей версии Renault CAN-Clip, если такая имеется. 
2. Если устанавливаете первый раз, запустите для начала Crack.reg 
3. После окончания инсталляции и перезагрузки Вы получите SPX Registration.... 
Для удаления этого нужно сделать один раз следующее: 

1. Нажимаем Alt+Ctrl+Del находим и убиваем процесс RSRWin.exe 
2. Delete RSRWin.exe (in C:\Windows) 
3. Используя Regedit и удаляем все "ALL" values с именем RSRWin 
4. Перегружаем компьютер. 
5. теперь не будет запросов на регистрацию от SPX (SPX – серьезный производитель 

электроники в США) 
До первого запуска программы нужно сделать еще несколько шагов: 

1. Подключите Ваш Clip Sonde Can Interface в автомобильный разъем OBD II 
2. Включите зажигание , без запуска двигателя. 
3. Подключите ваш Clip Sonde Can Interface в USB слот компьютера. 
4. Установите все драйвера ,которые находятся C:\WINDOWS\system32\drivers  или на DVD 

в папке  "CAN-Clip Drivers". 
5. вы должны установить 4 драйвера для вашего Clip Sonde Can Interface  - четыре 
раза!!!!! 

6. После окончания установки драйверов  , если у вас Laptop  не Panasonic , нужно  дать 
компьютеру лекарство. 

7. теперь можно запускать CAN-Clip Software..... и  работать 
 
Work, don’t play!  
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Instruction: 
(En. variant) 

Before installing please do the following steps:До начала установки сделайте следующее: 
1. Uninstall previous version of Renault CAN-Clip if you have 
2. IF your 1st installation: Run Crack.reg 
After installation finish & you will reboot, you will get SPX Registration.... 
To avoid PERMANENTLY this, do the following steps: 
1. Alt+Ctrl+Del (Kill process RSRWin.exe) 
2. Delete RSRWin.exe (in C:\Windows) 
3. Use Regedit (and Delete "ALL" values with name RSRWin) 
4. Reboot your machine!!! 
5. NO MORE flash for SPX Registration... 
Before your 1st Running with the program make those steps: 
You NEED to have 1 Renault Car (and ALWAYS Renault clip running-working) 
when you have Renault Car!!! 
1. Connect your Clip Sonde Can Interface 1st in your Car (OBD Slot) 
2. Turn Ignition ON (NOT Engine running) 
3. Connect your Clip Sonde Can Interface via USB cable with your computer 
4. Start to installing ALL the Drivers (that they will be appearing) and 
you can find those in: C:\WINDOWS\system32\drivers or from this DVD 
in the folder "CAN-Clip Drivers". 
5. You must INSTALL 4 Drivers (4 TIMES the same thing) 
After you finish, you can RUN now finally your CAN-Clip Software..... 

 
Work, don’t play!  
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